Notification document for transboundary movements/shipments of waste (Annex 1A)

L. Exporter - notilier Registration No:  520303-4210

Name: Alcoa Fjardaal SF

Address:  Hraun 1
Reydarfjordur
Iceland

Comact person: Gudmundur Sveinsson Kroyer
Tel: +354 4707700 Fax

Email Gudmundur.sveinsson@alcoa.com
~Imail:

3. Notification No:
Notilication concerning

IS 0000 000667

2. Importer - consignee Registration No: 984902980

NOAH AS
Weidemannsgate 10
3080 Holmestrand
Norway

Name:

Address:

Contact person: Bjern Engelstad
Tel: +47 97627335

E-mail: BEN@noah.no

Ab [ndividual shipment: (i) Multiple shipments:
B.(i) Disposal {1} (il Recovery: .
C Pre-consented recoyery facility (2:3) Yes No X
4, Total intended number of shipments: 520 =
5. Total intended quantity (4):

Tonnes (Mg): 10400

mi N/A
6. Intended period ol time for shipmeni(s) (4):

First departure: 01.02.2026 Last degarune: 31.01.2027

7. Packaging type(s) (5): 4. box see attachment 1

Syvecial tomdling requiveaments (6); Yo

No

I 1. Disposal / recovery operation(s) (2)
D-code / R-code(5): D5
Technology employed (6):

B. Intended carrier(s) Registration No:
Name(7):
Address:

See annex

Contact person:

Tel: Fax:
E-mail:

Means of transport (5 S/R

Material is used for landscaping after neutralization
See attachment 1

Reason for export (1:6):

This material cannot be recycled or disposed of in Iceland. Other smelters in
Iceland landfill this material in designated on-site areas, which Fjardaal does not have

12, Designation and composition of the waste (6):
Spent pot lining, 1st cut SDS no 1377, Spent pot lining insulation, 2nd cut SDS no 1449

9, Waste generator(s)-producer(s) (1;7;8) Registration No: 520303-4210

Name Alcoa Fjardaal SF

y . Hraun 1

Mless: Reydarfjordur
Iceland

Contagt person: Gudmundur Sveinsson Kroyer
Tel: +354 4707700

E-mail: gudmundur.sveinsson@alcoa.com
Sitc and process of generation (6)
Same address as above. Attachment 1

Furnace used refractory, SDS no 1404, Used crucible refractory, SDS no 1346 and
Ceramic insulation, SDS no 4989
See attachment 2

2 solids; 1 powder
See SDS’ in Attachment 2

13. Physical characteristics (5):

14. Waste identification (fill in relevant codes)
(i) Basel Annex VIII (or IX if applicable):  A4050
(ii) OECD code (if different from (i)):

(iii) EC list of wastes: 16 1101*, 16 11 03*

10. Disposal facility (2):
Registration No: 984902980

or recovery facility (2):

[x]

(iv) National code in country of export:
(v) National code in country of import:

Name: NOAH AS (vi) Other (specify):
Address; - Weidemannsgate 10 (vii) Y-code: Y33
3080 Holmestrand (vili) Hecode (5% H4.3
Comaet person: Bjorn Engelstad (ix) UNclass (5): 4.3
T'el: +47 97627335 Fax: (x) UN Number: 3170
E-tnall; BEN@noah.no (xi) UN Shipping name: Waste, Aluminium smelting by-products
Actual site of disposal'recovers: Same address as above. (xii) Customs code(s) (HS): 2620.4000
15. (@) Countries/states concerned, (b) code No. of competent authoritics where applicable, (¢) specific points of exit or entry (border crossing or port)
State of expart - dhspatch State(s) of transit {entry and exil) State of import - destination
(a) Iceland The Netherlands nfa n/a Norway
1] IS NL 001 nia n/a NOGO1
(¢} Reydarfjérdur Port Rotterdam, Port Steinweg n/a n/a n/a | n/a Langgya, Holmestrand
16.Customs oflices of entry and/or exit and/or export (European Community):
Entry: Port Customs, Part of Rotterdam Exit: n/a Export: Syslumadurinn Eskifirdi

strandgdtu 52, Eskifirdi

17. Exporter's - notifier's / generator's - producer's (1) declaration:

| certify that the information is complete and correct to my best knowledge. | also certify that legally written | obli have been

entered into and that any applicable insurance or other financial guarantee is or shall be in force covering the transboundary movement. = 18. Number ol
Exporter's - notifier’s name: Gudmundur S. Kréyer Date: 16 12,2025 Signany annexes attached
Generator's - producer’s name: Gudmundur S, Kréyer Date: 16.12.2025 51 -~ L

FOR USE BY COMPETENT AUTHORITIES # #

19. Acknowledgement from the relevant competent authority of

countries of import - destination / tra
Country: NO
Notification reccived on:

nsit (1) / export - dispatch (9):

Acknowledgement senton: 06.01.2026

Name of competent authority: .
Stam| év a
Sverdlilje

Sverdlilje

+01'00'

Digitalt signert av Vanja

Dato: 2026.01.06 13:52:13

20, Written consent (1;8) to the movement provided by the
competent authority of (country): NO

Consent given on: 06 Jan

Consent valid from: )1 Feb 2026

Specific conditions:

Naira ~F rnmnatant awsharia.

Star NorwegiMa nj a

Environment

reener Sverdlilje

2026

wntit 31 Jan 2027
Not D If Yes, see block 21 (6):
Digitalt signert av Vanja
Sverdlilje

Dato: 2026.01.06
13:56:09 +01'00'

21. Specifle ions on

to the

or reasons for objecting

The waste covered by this consent must be recovered by the 21st of May 2027.
See further information in the letter of consent.

(1) Roguired by the Basal Cony antivn

(2) In the case of an R12 R13 or DI3-D15 operation, also attach corresponding information on any

subsequent R12/R13 or D13-D15 facilities and on the subsequent R1-R11 or D1-D12 facilit(y)ies when required

(3) To be complaal toe movements within the OECD arca and only il B(it) applies

(4) Attach daailad list il multiple shipmants

(3) Sex list of abbreviations and cudes on the net page
(6) Attach dwails il nocessary

(7) Attach list if more than one

(8) 10 requirenl by national legislation

(9) Ifapplicable under the OECD Devision


Vanja Sverdlilje
Miljødir


List of abbreviations and codes used in the notification document

DISPOSAL OPERATIONS (block 11)

DI Deposit into or onto land (c.g. landfill. etc.)

D2 Land treatment (2.g-. biodegradation of liquid or sludgy discards in soils, etc.)

D3 Deep injection (e.g. injection of pumpable discards into wells. salt domes or naturally occurring repositories. etc,)

D4 Surface impoundment (e¢.g. placement of liquid or sludge discards into pits, ponds or lagoons, etc.)

D5 Specially engineered landfill (¢.g. placement into lined discrete cells which are capped and isolated from one another and the
environment, etc.)

D6 Release into a water body except seas/oceans

D7 Release into seas’oceans including sea-bed insertion

D8 Biological treatment nol specified elsewhere in this list which results in final compounds or mixtures which are discarded by
means of any of the operations in this list

D9 Physico-chemical treatinent not specified elsewhere in this list which results in final compounds or mixtures which are discarded
by means of any of the operations in this list (e.g. evaporation, drying, calcination, etc.)

DI0  Incineration on land

DIl Incineration at sea

D12 Permanent storage (e.g. emplacement of containers in a mine, etc.)

D13 Blending or mixing prior to submission to any of the operations in this list

DI4  Repackaging prior to submission to any of the operations in this list

D15 Storage pending any of the operations in this list

RECOVERY OPERATIONS (block 11)

Rl Use as a fuel (other than in direct incineration) or other means to generate energy (BaseVOECD) - Use principally as a fuel or
other means to generate energy (EU)

R2 Solvent reclamation/regeneration

R3 Recycling/reclamation of organic substances which are not used as solvents

R4 Recycling/reclamation of metals and metal compounds

RS Recycling/reclamation of other inorganic materials

R6 Regeneration of acids or bases

R7 Recovery of components used for pollution abatement

R8 Recovery of components from catalysts

R9 Used oil re-refining or other reuses of previously used oil

R10  Land treatment resulting in benefit to agriculture or ecological improvement

RIl Uses of residual materials obtained from any of the operations numbered R1-R10

RI12  Exchange of wastes for subtnission to any of the operations numbered R1-R11

RI13  Accumulation of material intended for any operation in this list.

PACKAGING TYPES (block 17) H-CODE AND UN CLASS (block 14)

1.  Drum

2. Wooden barrel UN class H-code Characteristics

3. Jerrican

4. Box 1 H1 Explosive

5. Bag 3 H3 Flammable liquids

6. Composite packaging 4.1 H4.1 Flammabie solids

7. Pressure receptacle 42 H4.2 Substances or wastes liable to spontaneous combustion

8. Bulk 4.3 H4.3 Substances or wastes which, in contact with water, emit

9.  Other (specify) flamimable gases

MEANS OF TRANSPORT (block 8) 5.1 H5.1 Oxidizing

R = Road 5.2 H5.2 Organic peroxides

T = Train/rail 6.1 Hé6.1 Poisonous (acute)

S = Sea 6.2 Heé.2 Infectious substances

A= Air 8 H8 Corrosives

W = Inland waterways 9 HI10 Liberation of toxic gases in contact with air or water

PHYSICAL CHARACTERISTICS (block 13) 9 H11 Toxic (delayed or chronic)

I Powdery/powder 9 Hi2 Ecotoxic

2. Solid 9 H13 Capable, by any means, after disposal of yielding another

3. Viscose/paste material, e. g., leachate, which possesses any of the

4. Sludgy characteristics listed above

5. Liquid

6.  Gascous

7. Other (specify)

Further information, in particular related to waste identification (block 14), i.e. on Basel Annexes VIIl and IX codes, OECD codes
and Y-codes, can be found in a Guidance/Instruction Manual available from the OECD and the Secretariat of the Basel Convention. ”
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Alcoa Notification form N°:IS0000 000667

Spent pot lining and insulation refractory

Attachment 1
Volume — block 4 & 5

In the year 2026 Alcoa Fjardaal has planned to reline 75 pots. On average, a pot
generates about 100 tons of SPL which means 450 - 500 containers/shipments. Alcoa
Fjardaal has accumulated some small amount of SPL material as well and would need
on top of above-mentioned material to have consent for 25 containers.

From Reydarfjordur Iceland to Langeya, Norway

Carrier 1 - Sea
Reyoarfjorour-Rotterdam
Cargow B.V.

Havenstaete II, Waalhaven Z.Z.12k
3088 HH Rotterdam

The Netherland

Phone no: ++31 102944488
Email and contact: bookings@cargow.com

Carrier 2 - Sea
Means of transportation: S (Sea)
From Rotterdam, Netherlands to Langaya, Norway

Registration No: 965689796
Name: Wilson Euro Carriers AS
Adress: Bradbenken 1

PO Box 4145 Sandviken,
Bergen; Norway

Tel: +4755308242

E-mail: wec.chart@wilsonship.no
Contact person: Mr. Tormod Gotteberg

Preferred route will be following:

Transit containers will be loaded from Beatrixhaven terminal, on route to Norway
there will be no transport by road. There will be no transits on the route from
Netherlands to Langgya Norway.

Or.

Alternative direct transportation from Reydarfjordur to Langeya:
Container will be loaded from Reydarfjordur and transported directly by sea to
Langeya Norway by Wilson Euro Carriers AS.
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Alcoa Notification form N°:IS0000 000667

Spent pot lining and insulation refractory

Attachment 2

The chemical composition of the spent pot linings— Block 12

See attached

SDS 1377, Spent pot lining 1% cut

SDS 1449 Spent pot lining insulation 2™ cut
SDS 1404 Furnace refractory

SDS 1346 Used crucible refractory

SDS 4989 Ceramic insulation

This SDS will be labeled with the notification number in the final application



“ SAFETY DATA SHEET

Alcoa

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
Trade name or designation SPENT POTLINING (1st CUT)
of the mixture

Registration number -
UFI: 17T3-800R-900P-QQY4

Synonyms 1st cut (carbon cathode lining) * Potlining (dug, spent, used) potliner (dug, spent, used) * Spent

cathodes * SPL * Mixed first cut and second cut SPL * Aluminium smelting by-products
SDS Number 1377

1.2. Relevant identified uses of the substance or mixture and uses advised against
Identified uses Waste, Reuse, Recycling

Uses advised against None known.

1.3. Details of the supplier of the safety data sheet

Supplier Name Alcoa Fjardaal

Address Hrauni 1, 730 Reydarfjoréur

City

Country Iceland

Telephone number (+354) 470 7700

Emergency telephone CHEMTREC: 1-800-262-8200 (only in United States, English language spoken); +1-703
number -741-5500 - Worldwide - (24 Hour Emergency Telephone, multiple languages spoken)

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture
The mixture has been assessed and/or tested for its physical, health and environmental hazards and the following
classification applies.

Classification according to Regulation (EC) No 1272/2008 as amended

Physical hazards

Substances and mixtures which, in contact  Category 3 H261 - In contact with water
with water, emit flammable gases releases flammable gases.
Health hazards

Skin corrosion/irritation Category 2 H315 - Causes skin irritation.

Serious eye damage/eye irritation Category 2 H319 - Causes serious eye
irritation.

Carcinogenicity Category 1A H350 - May cause cancer.

Reproductive toxicity Effects on or via lactation H362 - May cause harm to
breast-fed children.

Specific target organ toxicity - single Category 3 respiratory tract irritation H335 - May cause respiratory

exposure irritation.

Specific target organ toxicity - repeated Category 1 (Bone, Lung) H372 - Causes damage to organs

exposure through prolonged or repeated

exposure by inhalation.

Environmental hazards

Hazardous to the aquatic environment, Category 3 H412 - Harmful to aquatic life with

long-term aquatic hazard long lasting effects.

2.2. Label elements

Label according to Regulation (EC) No. 1272/2008 as amended
UFI: 17T3-800R-900P-QQY4

Contains: Carbon, Cryolitet, Aluminium oxide, Sodium aluminate, Silica, amorphous, Aluminium fluoride,

Sodium hydroxide, Silica, crystalline quartz, iron oxide, Aluminium, Cyanidest

Material name: SPENT POTLINING (1st CUT) SDS ICELAND

1377 Version #: 14 |ssue date: 10-December-2025

1714



Hazard pictograms

Signal word
Hazard statements

H261
H315
H319
H362
H335
H372
H412
H350

Precautionary statements
Prevention
P231 + P232
P260
P273
P280
P232
P260
P201
P202

Response

Storage

Disposal
Supplemental label information
2.3. Other hazards

O

Danger

In contact with water releases flammable gases.

Causes skin irritation.

Causes serious eye irritation.

May cause ham to breast-fed children.

May cause respiratory irritation.

Causes damage to organs through prolonged or repeated exposure by inhalation.
Harmful to aquatic life with long lasting effects.

May cause cancer.

Handle and store contents under inert gas. Protect from moisture.

Do not breathe dust/fume/gas/mist/vapours/spray.

Avoid release to the environment.

Wear protective gloves/protective clothing/eye protection/face protection/hearing protection.
Protect from moisture.

Do not breathe dust/fume/gas/vapours.

Obtain special instructions before use.

Do not handle until all safety precautions have been read and understood.

Not available.
Not available.
Not available.

None.

The product does not contain components considered to have endocrine disrupting properties
according to REACH Article 57(f) or regulation (EU) 2017/2100 or Commission Regulation (EU)
2018/605 at levels of 0.1% or higher. The mixture does not contain any substances included in
the list established in accordance with REACH Article 59(1) for having endocrine disrupting
properties at a concentration equal to or greater than 0.1% by weight. This mixture does not
contain any substances that meet the criteria for persistent, bioaccumulative and toxic (PBT) or
very persistent and very bioaccumulative (vPvB) in accordance with Annex Xlll of Regulation (EC)
No 1907/2006 at a concentration of equal to or greater than 0.1% w/w. The mixture does not
contain any substances having endocrine disrupting properties in accordance with the criteria
set out in Commission Delegated Regulation (EU) 2017/2100 or Commission Regulation (EU)
2018/605 at a concentration equal to or greater than 0.1% by weight.

SECTION 3: Composition/information on ingredients

3.2. Mixtures
General information
Chemical name % CAS-No. / EC No. REACH Registration No. Index No. Notes
Carbon 40 -60 7440-44-0 - -
231-153-3
Classification: -
Cryolitet 15-24 13775-53-6 - 0039-016-00-2 #
237-410-6

Classification: Acute Tox. 4,H332;(ATE: 1,5 mg/l), STOT RE 1;H372, Aquatic

Chronic 2;H411

Aluminium oxide 5-15 1344-28-1 - -
215-691-6
Classification: -
Sodium aluminate 5-10 1302-42-7 - -
215-100-1
Classification: -
Material name: SPENT POTLINING (1st CUT) SDS ICELAND

1377 Version # 14 lIssue date: 10-December-2025

2/14



“ SAFETY DATA SHEET

Alcoa

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
Trade name or designation SPENT POTLINING INSULATION (2nd CUT)
of the mixture

Registration number -

UFI: FE04-POQA-CO0A-A9WS
Synonyms 2nd cut (insulation lining) * Spent potlining insulation * Spent potliner insulation * Spent refractory
brick liner from aluminium reduction cells * Aluminium smelting by-products
SDS number 1449
SDS Number 1449
1.2. Relevant identified uses of the substance or mixture and uses advised against
Identified uses Waste, Reuse, Recycling
Uses advised against None known.
1.3. Details of the supplier of the safety data sheet
Company name Alcoa Fjardaal
Address Hrauni 1, 730 Rey8arfjordur
Country island
Health and Safety
Telephone (+354) 470 7700
Website
E-mail CHEMTREC: 1-800-262-8200 (only in United States, English language spoken);
+1-703 -741-5500 - Worldwide - (24 Hour Emergency Telephone, multiple languages

Emergency phone number
spoken)

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture
The mixture has been assessed and/or tested for its physical, health and environmental hazards and the following classification
applies.

Classification according to Regulation (EC) No 1272/2008 as amended

Physical hazards

Substances and mixtures which, in contact Category 3 H261 - In contact with water

with water, emit flammable gases releases flammable gases.
Health hazards

Acute toxicity, oral Category 3 H301 - Toxic if swallowed.

Acute toxicity, inhalation Category 4 H332 - Harmful if inhaled.

Skin corrosion/irritation Category 2 H315 - Causes skin irritation.

Serious eye damage/eye irritation Category 2 H319 - Causes serious eye

irritation.

Carcinogenicity Category 1A

Specific target organ toxicity - repeated Category 1 (Bone, lungs) H372 - Causes damage to organs

exposure (Bone, lungs) through prolonged or

repeated exposure.

H372 - Causes damage to organs
through prolonged or repeated
exposure by inhalation.

Environmental hazards

Hazardous to the aquatic environment, Category 3 H412 - Harmful to aquatic life with
long-term aquatic hazard long lasting effects.
Hazardous to the ozone layer Not applicable

2.2. Label elements
Label according to Regulation (EC) No. 1272/2008 as amended
UFI: FE04-POQA-CO0A-ASWS

Contains: Aluminium oxide (non-fibrous), Carbon, Cryolitet, Cyanidest, Iron oxide, Silica crystalline,
cristobalite, Silica, amorphous, Sodium aluminate, Sodium fluoride, Sodium hydroxide

Material name: SPENT POTLINING INSULATION {2nd CUT) SDS ICELAND
1449 Version #: 06 Revision date: 14-May-2024 Issue date: 14-May-2024 1/13



Hazard pictograms

Signal word
Hazard statements

H372
H261
H301
H332
H315
H319
H372
H412

Precautionary statements
Prevention

p232
P260
P264
pP273

Response
P305 + P351 + P338

P301 + P310
P391
Storage
Disposal
Supplemental label information

2.3. Other hazards

&P

Causes damage to organs (Bone, lungs) through prolonged or repeated exposure.
In contact with water releases flammable gases.

Toxic if swallowed.

Harmful if inhaled.

Causes skin irritation.

Causes serious eye irritation.

Causes damage to organs through prolonged or repeated exposure by inhalation.
Harmful to aquatic life with long lasting effects.

Danger

Protect from moisture.

Do not breathe dust.

Wash thoroughly after handiing.
Avoid release to the environment.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present
and easy to do. Continue rinsing.
IF SWALLOWED: immediately call a POISON CENTRE/doctor.

Collect spillage.
Not available.

Not available.

Dust: Can cause irritation of the upper respiratory tract. Chronic overexposures (airborne particles
of respirable size): Can cause scarring of the lungs (silicosis) and lung cancer.
May cause harm to breast-fed children.

Health effects of additional compounds which may be formed on contact with water: Gases: Can
cause severe irritation of the respiratory tract. Acute overexposure: Can cause difficulty breathing,
obstruction of the airways, central nervous system effect (nausea, dizziness and loss of
coordination) and the accumulation of fluid in the lungs (pulmonary edema). Effects can be
delayed up to 24 hours.

Non-combustible. Contact with water can generate flammable and toxic gases (ammonia,
phosphine, hydrogen and methane). Phosphine gas can autoignite. Elevated temperature
processing can generate hydrogen fluoride and hydrogen cyanide.

This mixture does not contain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/2006, Annex XlIl. The mixture does not contain any substances included in the list
established in accordance with REACH Article 59(1) for having endocrine disrupting properties at a
concentration equal to or greater than 0.1% by weight.

SECTION 3: Composition/information on ingredients

3.2. Mixtures
General information
Chemical name % CAS-No. / EC No. REACH Registration No. Index No. Notes
Silica, amorphous 35-40 7631-86-9 - -
231-5454
Classification: -
Aluminium oxide (non-fibrous) 18-30 1344-28-1 - #
215-691-6
Classification: -
Cryolitet 5-24 13775-53-6 - 009-016-00-2 #
237-410-6
Classification: Acute Tox. 4,H332;(ATE: 1,5 mg/l), STOT RE 1;H372, Aquatic
Chronic 2;H411
Iron oxide 5-20 1309-37-1 - -
215-168-2
Classification: -
Material name: SPENT POTLINING INSULATION (2nd CUT) SDS ICELAND

1449 Version #: 06 Revision date: 14-May-2024 Issue date: 14-May-2024 2/13



“ SAFETY DATA SHEET

Alcoa

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier

Trade name or designation RODDING FURNACE USED REFRACTORY
of the mixture

Registration number -

UFI: AJV3-WONF-K001-JXPV
Synonyms Réfractaires usés du scellement, Réfractaires usés des fours a induction, Used refractories from
induction furnace, R442 * ROD SHOP USED REFRACTORY
SDS number 1404
SDS Number 1404
1.2. Relevant identified uses of the substance or mixture and uses advised against
Identified uses Waste.
Uses advised against None known.
1.3. Details of the supplier of the safety data sheet
Company name Alcoa Fjaraaél
Address Hrauni 1, 730 Reydarfjoréur
Country island
Health and Safety
Telephone (+354) 470 7700
Website
E-mail CHEMTREC: 1-800-262-8200 (only in United States, English language spoken);

+1-703 -741-5500 - Worldwide - (24 Hour Emergency Telephone, multiple languages
spoken)

SECTION 2: Hazards identification

2.1, Classification of the substance or mixture

The mixture has been assessed and/or tested for its physical, health and environmental hazards and the following classification
applies.

Classification according to Regulation (EC) No 1272/2008 as amended
Health hazards

Emergency phone number

Skin corrosion/irritation Category 2 H315 - Causes skin irritation.

Serious eye damage/eye irritation Category 2 H319 - Causes serious eye
irritation.

Carcinogenicity Category 1A H350 - May cause cancer.

Specific target organ toxicity - repeated Category 2 H373 - May cause damage to

exposure organs (lungs) through prolonged

or repeated exposure by inhalation.

2.2, Label elements
Label according to Regulation (EC) No. 1272/2008 as amended

UFI: AJV3-WONF-K001-JXPV
Contains: Aluminium oxide (non-fibrous), Aluminium phosphate, Iron oxide, Mullite, Refractory ceramic
fibers, Silica crystalline, cristobalite, Silica, crystalline quartz, Silica, fused, amorphous, Titanium
dioxide
Hazard pictograms
Signal word Danger
Hazard statements
H315 Causes skin irritation.
H319 Causes serious eye irritation.
H373 May cause damage to organs (lungs) through prolonged or repeated exposure by inhalation.
H350 May cause cancer.
Material name: RODDING FURNACE USED REFRACTORY SDS ICELAND

1404 Version #: 08 Revision date: 13-May-2024 Issue date: 13-May-2024 1/10



Precautionary statements
Prevention

Response

Storage

P401
P402 + P404

Disposal

P501
P501

Supplemental label information

2.3, Other hazards

Not available.

Not available.

Store in accordance with local/regional/national/international regulation.
Store in a dry place. Store in a closed container.

Dispose of contents/container in accordance with local/regional/national/international regulations,
Dispose of contents/container in accordance with local/regional/national/international regulations.

Dust from processing: Acute overexposure: Can cause irfitation of the eyes, skin and upper
respiratory tract. Chronic overexposure: Can cause chronic bronchitis, benign lung disease,
scarring of the lungs and lung cancer. Prolonged or repeated skin contact may cause irritation
and dermatitis. Contact with water liberates toxic gas.

This mixture does not cantain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/2006, Annex XIII. The mixture does not contain any substances included in the list
established in accordance with REACH Article 59(1) for having endocrine disrupting properties at a
concentration equal to or greater than 0.1% by weight.

SECTION 3: Composition/information on ingredients

3.2. Mixtures
General information
Chemical name % CAS-No. / EC No. REACH Registration No. Index No. Notes
Aluminium oxide (non-fibrous) 15-80 1344-28-1 - -
215-691-6
Classification: -
Silica crystalline, cristobalite 10-30 14464-46-1 - - #
238-455-4
Classification: -
Mullite 10-25 1302-93-8 - -
215-113-2
Classification: -
Silica, crystalline quartz 5-30 14808-60-7 - - #
238-878-4
Classification: Carc. 1A;H350
Silica, fused, amorphous 10-20 60676-86-0 - -
262-373-8
Classification: -
Iron oxide 5-20 1309-37-1 - -
215-168-2
Classification: -
Aluminium phosphate <=5 7784-30-7 - 5
232-056-9
Classification: -
Titanium dioxide <=3 13463-67-7 - 022-006-002
236-675-5
Classification: -
Refractory ceramic fibers <1,0 142844-00-6 - 650-017-00-8 #
Classification: -
Decomposition
Chemical name % CAS-No. / EC No. REACH Registration No. Index No. Notes
Phosphine 7803-51-2 - 015-181-00-1 #
232-260-8

List of abbreviations and symbols that may be used above

ATE: Acute toxicity estimate.

#: This substance has been assigned Union workplace exposure limit(s).
All concentrations are in percent by weight unless ingredient is a gas. Gas concentrations are in percent by volume. Additional
compounds which may be formed (during decomposition) are listed in Section 8.

Material name: RODDING FURNACE USED REFRACTORY
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“ SAFETY DATA SHEET

Alcoa

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
Trade name or designation USED CRUCIBLE REFRACTORY
of the mixture

Registration number -

UFI: GKQ3-JOME-T00C-64W4
Synonyms Used crucible refractory * Réfractaire usé de creuset * Réfractaires nettoyage des poches
SDS number 1346
SDS Number 1346
1.2. Relevant identified uses of the substance or mixture and uses advised against
Identified uses Reuse, Recycling
Uses advised against None known.
1.3. Details of the supplier of the safety data sheet
Company name Alcoa Fjaréadl
Address Hrauni 1, 730 Reyd&arfjordur
Country Island
?;ZI;:::: safety (+354) 470 7700
Website
E-mail CHEMTREC: 1-800-262-8200 (only in United States, English language spoken);

+1-703 -741-5500 - Worldwide - (24 Hour Emergency Telephone, multiple languages
spoken)

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture
The mixture has been assessed and/or tested for its physical, health and environmental hazards and the following classification
applies.

Classification according to Regulation (EC) No 1272/2008 as amended

Emergency phone number

Health hazards
Carcinogenicity Category 1B H350 - May cause cancer.

2.2. Label elements
Label according to Regulation (EC) No. 1272/2008 as amended

UFI: GKQ3-JOME-T0O0C-64W4
Contains: Aluminium oxide (non-fibrous), Iron oxide, Silica, amorphous, Titanium dioxide
Hazard pictograms None.
Signal word Danger
Hazard statements
H350 May cause cancer.
Precautionary statements
Prevention
P202 Do not handle until all safety precautions have been read and understood.
P280 Wear protective gloves/protective clothing/eye protection/face protection/hearing protection.
Response Not available.
Storage Not available.
Disposal
P501 Dispose of contents/container in accordance with local/regional/national/international regulations.

Supplemental label information EUH212 - Warning! Hazardous respirable dust may be formed when used. Do not breathe dust.

See Alcoa SDS Number 1346

2.3. Other hazards This mixture does not contain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/20086, Annex XIII. The mixture does not contain any substances included in the list
established in accordance with REACH Article 59(1) for having endocrine disrupting properties at a
concentration equal to or greater than 0.1% by weight.

Material name: USED CRUCIBLE REFRACTORY SDS ICELAND
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SECTION 3: Composition/information on ingredients

3.2, Mixtures
General information
Chemical hame % CAS-No. /EC No. REACH Registration No. Index No. Notes
Aluminium oxide (non-fibrous) 60 - 65 1344-28-1 - -
215-691-6
Classification: -
Silica, amorphous 30-35 69012-64-2 - -
273-761-1
Classification: -
Titanium dioxide 2-3 13463-67-7 - 022-006-002
236-675-5
Classification: -
Iron oxide 1-2 1309-37-1 - -
215-168-2

Classification: -

List of abbreviations and symbols that may be used above
ATE: Acute toxicity estimate.
May be present in trace amounts (< 1 %): fluorides (Cryolite).
Does not contain: cyanides, phenols, or polycyclic aromatic hydrocarbons

Composition comments The full text for all H-statements is displayed in section 16. Complete composition is provided
below and may include some components classified as non-hazardous.

SECTION 4: First aid measures

General information Not available.

4.1. Description of first aid measures

Inhalation Move to fresh air. Call a physician if symptoms develop or persist. Dust from processing: Remove
to fresh air. Check for clear airway, breathing, and presence of pulse. If breathing is difficult,
provide oxygen. Loosen any tight clothing on neck or chest. Provide cardiopulmonary resuscitation
for persons without pulse or respirations. Consult a physician.

Skin contact Dust from processing: Wash with soap and water for at least 15 minutes. Get medical attention if
irritation develops or persists.
Eye contact Dust from processing: Do not rub eyes. Rinse eyes with plenty of water or saline for at least 15
minutes. Consult a physician.
Ingestion Not relevant, due to the form of the product.
4.2. Most important symptoms  Dust from processing: Irritating to eyes, respiratory system and skin. Inhalation of dust may cause
and effects, both acute and shortness of breath, tightness of the chest, a sore throat and cough. Chronic overexposures: Can
delayed cause chronic bronchitis.
4.3. Indication of any In case of shortness of breath, give oxygen.

immediate medical attention
and special treatment needed

SECTION 5: Firefighting measures

General fire hazards Non-combustible.
5.1. Extinguishing media
Suitable extinguishing Use fire fighting methods and materials that are appropriate for surrounding fire.
media
Unsuitable extinguishing None known.
media
5.2. Special hazards arising Not an explosion hazard.

from the substance or mixture
5.3. Advice for firefighters

Special protective Self-contained breathing apparatus and full protective clothing must be worn in case of fire.
equipment for firefighters

Special fire fighting Use standard firefighting procedures and consider the hazards of other involved materials.
procedures

SECTION 6: Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures

For non-emergency Use personal protection recommended in Section 8 of the SDS. Avoid contact with skin and eyes.
personnel Avoid generating dust.

For emergency responders Avoid contact with skin and eyes. Avoid generating dust.
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CERAMIC INSULATION

) Alcoa Fjardaal

ALCOA

Issue 1, 08.06.2014

Material Safety Data Sheet

According to regulation Nr. 750/2008

1. ldentification of the substance/mixture and of the company/undertaking

1.1 Product identifier: Ceramic Insulation

1.2 Relevant identified uses of the substance or mixture and uses advised against

Identified uses Ceramic insulation parts for recycling
Uses advised against Information is not available
1.3 Distributor Alcoa Fjardaal Manufacturer: Alcoa Fjardaal
Hrauni 1 Hrauni 1
730 Reydarfjordur 730 Reydarfjordur
Telephone: +354-470 7700 Iceland
E-mail:
Website: www.alcoa.com
1.4 Emergency telephone: Reykjavik Central Hospital Poisoning Center supplies information 24/7 on responses to

accidents involving hazardous chemicals. Tel: +354-543 2222. Emergency telephone no.
for police, fire brigade, ambulance services - 112.

2. Hazards Identification

2.1 Classification of the substance or mixture
Classification according to regulation EC 1272/2008 (CLP):
This substance or mixture has been classified as dangerous in accordance with directives
67/548 and/or 1999/45/EC, or regulation (EC) 1272/2008, including all applicable amandments.

H315 Causes skin irritation
H351 Suspected of causing cancer

Classification according to Directives EC 67/548 and 1990/45 (with later amendments).
(Icelandic requlation No. 236/1990 with later amendments):

H38 Irritating to skin
H40 Limited evidence of a carcinogenic effect.
2.2 Label elements
Labelling according to regulation EC 1272/2008 (CLP):

Hazard pictograms

Signal word WARNING
Hazard statements H315 Causes skin irritation
H351 Suspected of causing cancer
Precautionary statements P102 Keep out of reach of children
P201 Obtain special instructions before use
P202 Do not handle until all safety precautions have been read and understood
P308+P313 IF exposed or concerned: Get medical advice/attention
P405 Store locked up
P501 Dispose of contents as hazardous waste in accordance with

local/national/international regulations

Alcoa Fjaroaal Page 1 of 8



2.3

Labelling according to Directives EC 67/548 and 1990/45 (with later amendments).

(Icelandic regulation No. 236/1990 with later amendments):

Hazard Symbols Xn
Risk phrases H38

H40
Other hazards

Supplemental information

This product is considered an article and does not pose any health hazard under normal

HARMFUL

Irritating to skin

Limited evidence of a carcinogenic effect.

Solid. Formed/sintered shape. White. Odorless. Non-combustible.
Dust from processing: Can cause irritation of the eyes, skin and upper respiratory tract.

CERAMIC INSULATION

conditions of use. The health effects listed below are not likely to occur unless processing of
this product generates dusts.

Eyes Dust from processing: Can cause irritation.
Skin Dust from processing: Can cause irritation. Prolonged or repeated skin contact may cause

lumps on the skin (granulomas).

Inhalation

Can cause scarring of the lungs (silicosis) and lung cancer.

Carcinogenicity and
Reproductive Hazard

Does not present any reproductive hazards.

Medical conditions
aggravated by exposure to
product

See also sections 11 and 15.

Dust from processing: Asthma, chronic lung disease, and skin rashes.

Dust from processing: Can cause irritation of the upper respiratory tract. Chronic overexposures:

Dust from processing: Can present a cancer hazard (Titanium dioxide, Cobalt compounds).
Chronic overexposures (airborne particles of respirable size): Can present a cancer hazard.

Composition/information on ingredients

3.

-

3.2

Substance: N/A

Mixture:

[Man-made vitreous (silicate) fibres with random orientation with alkaline oxide and alkali earth oxide

(Na20+K20+Ga0+,Mgo+Ba0) - J
[ECHA reg.no. (REACH) - Content % 70-90 |
lIndex 1650-016-00-2 Hazard symbols Xn B I
[EINECS, ELINECS | - R-phrases R38, R40 ]
ICAS | = Classification Harmful |
|Hazard classification/statements {CLP)
- - Skin Irrit.2 - H315. Carc.2 - H351

[Aluminum oxide ‘1
|[ECHA reg.no. (REACH) - Content % 0,5-40 |
Index .i' Hazard symbois -

EINECS, ELINECS |215-691-6 |R-phrases -

CAS 11344-28-1 [Classification -

Hazard classification/statements (CLP)

IIron oxide : e |
|[ECHA reg.no. (REACH) E — Content % 0-2 ‘
lIndex - Hazard symbols - |
[EINECS, ELINECS 215-168-2 ~ IR-phrases "

|CAS 1309-37-1 Classification -

Hazard classification/statements (CLP)

Alcoa Fjardaal
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